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Part Number Legend
Color 

(Legend/Background)

Height Length
Std.
Pkg.
Qty.In. mm Ft. m

Laminated Detectable Aluminum
HTDU2B-W CAUTION

WATER LINE BURIED BELOW
Black/Blue

2.00 50.80 1000.00 305.00

1

HTDU2O-FO CAUTION
FIBER OPTIC CABLE BURIED BELOW

Black/Orange 1

HTDU2O-T CAUTION
TELEPHONE LINE BURIED BELOW

Black/Orange 1

HTDU2R-E CAUTION
ELECTRIC LINE BURIED BELOW

Black/Red 1

HTDU3O-FO CAUTION
FIBER OPTIC CABLE BURIED BELOW

Black/Orange

3.00 76.00 1000.00 305.00

1

HTDU3O-T CAUTION
TELEPHONE LINE BURIED BELOW

Black/Orange 1

HTDU3R-E CAUTION
ELECTRIC LINE BURIED BELOW

Black/Red 1

HTDU6O-FO CAUTION
FIBER OPTIC CABLE BURIED BELOW

Black/Orange

6.00 152.00 1000.00 305.00

1

HTDU6O-T CAUTION
TELEPHONE LINE BURIED BELOW

Black/Orange 1

HTDU6R-E CAUTION
ELECTRIC LINE BURIED BELOW

Black/Red 1

Polyethylene
HTU3G-T-M CAUTION

TELEPHONE LINE BURIED BELOW
Black/Green

3.00 76.00 1000.00 305.00

1

HTU3O-FO-M CAUTION 
BURIED FIBER OPTIC CABLE

Black/Orange 1

HTU3O-T-M CAUTION
TELEPHONE LINE BURIED BELOW

Black/Orange 1

HTU3R-E-M CAUTION
ELECTRIC LINE BURIED BELOW

Black/Red 1

HTU3Y-E-M CAUTION
ELECTRIC LINE BURIED BELOW

Black/Yellow 1

HTU6R-E CAUTION
ELECTRIC LINE BURIED BELOW

Black/Red

6.00 152.00 1000.00 305.00

1

HTU6O-FO CAUTION
BURIED FIBER OPTIC CABLE

Black/Orange 1

HTU6O-T CAUTION
TELEPHONE LINE BURIED BELOW

Black/Orange 1

HTU6O-TV CAUTION
CABLE TV LINE BURIED BELOW

Black/Orange 1

HTU6Y-E CAUTION
ELECTRIC LINE BURIED BELOW

Black/Yellow 1

HTU6Y-G CAUTION
GAS LINE BURIED BELOW

Black/Yellow 1

Material Chart

Material Print Method
Temperature 

Range Features

Polyethylene
(HTU, HTB)

Pre-Printed -30°F to 200°F
(-34°C to 93°C)

Indoor/outdoor rated; designed for direct burial;
highly visible legend is protected from abrasion
and chemicals; resistant to UV light, chemical
atmosphere, and abrasion; will not biodegrade.

Detectible 
Laminated 
Aluminum
(HTDU)

Pre-Printed -30°F to 220°F
(-34°C to 104°C)

Indoor/outdoor rated; aluminum embedded
material is designed for direct burial; highly visible
legend is protected from abrasion and chemicals;
resistant to UV light, chemical atmosphere, and
abrasion; will not biodegrade.


