

Material

- Item (a) Clamp: Brass(CuZn) Ni plated
- Item(b) Terminal screw: Steel Zinc plating "-" slot type
- Item (C) Female contact: High conductivity copper, Tin plated
- Item(d) Terminal Cover: Thermoplastic (UL94V-0)
- Item (e) Terminal housing: Thermoplastic (UL94V-0)
- Item ¢ With flange screw:Steel Zinc plating M2.5"+/-" slot type

Electrical cULUs/VDE/TUV

- Voltage rating: $300 \mathrm{VAC} / 300 \mathrm{VAC} / 300 \mathrm{VAC}$
- Current rating: 20A/20A/20A
- Wire range: $\quad 2.5 \mathrm{~mm}^{2} / 0.34-2.5 \mathrm{~mm}$
- Solid wire(AWG): 12-24/14-22
- Stranded wire(AWG): 12-24/14-22
- Torque: $5 \mathrm{Lb}-\mathrm{In} / 0.5 \mathrm{Nm} / 0.56 \mathrm{Nm}$
- Screw: M3
- Wire strip length: 7-8mm
- Withstanding Voltage: $1.6 \mathrm{KV} / 2.5 \mathrm{KV} / 2.5 \mathrm{KV}$
- Operating temperature: $-40^{\circ} \mathrm{C}$ to $+115^{\circ} \mathrm{C}$
- Safety Approval:c ${ }^{-1}$ us vos

