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ITEM NO.52975

PART NO.52975 

NOTES:
 
1. MATERIALS AND FINISHES:
    BODY,BRAID CLAMPS,INNER BODY,
    CLAMP NUT,WASHER & SLEEVE - BRASS, NICKEL PLATING
    CONTACT - BeCu, SILVER PLATING
    INSULATORS - COPOLYMER OF STYRENE
    INSULATOR - CROSS LINKED POLYSTYRENE
    GASKET - SILICONE RUBBER, RED
 
2. ELECTRICAL:
    A. IMPEDANCE: 50 OHM
 
3. MECHANICAL:
    A. DURABILITY: 500 CYCLES MIN.
    B. TEMPERATURE RANGE: -40 �$C TO +85�$C
 
4. PACKAGING:
    A. QUANTITY:  SINGLE PACK
    B. MARKING:  BAG TO BE MARKED 
        "AMPHENOL RF, 52975, AND DATE CODE"
 
5. REFER TO SPECIFICATION 349-50097 FOR CABLE STRIPPING AND CONNECTOR ASSEMBLY INSTRUCTIONS.
 
6. SHOWS CABLE ENTRY DIMENSIONS .

NOTES:
1.  MATERIALS AND FINISHES:
     BODY - XXXXXXX, XXXXXXX PLATING (.00000XXX m [.000XXX in] MIN THICK)
     CONTACT - XXXXXXX, XXXXXXX PLATING (.00000XXX m [.000XXX in] MIN THICK)
     INSULATOR - PTFE
2.  ELECTRICAL: 
     A. IMPEDANCE:  XX OHM
     B. FREQUENCY RANGE:  DC - XX GHz
     C. VSWR(RETURN LOSS): XXXX (XXXX dB), MAX.
     D. DIELECTRIC WITHSTANDING VOLTAGE:  XXXX VRMS, MIN. 
3.  MECHANICAL:
     A. DURABILITY:  XXX CYCLES MIN.
     B. TEMPERATURE RANGE:  XXX �$ C TO XXX�$ C
4.  PACKAGING:
     A. QUANTITY:  SINGLE PACK
     B. MARKING:  BAG TO BE MARKED 
        "AMPHENOL RF, 52975, AND DATE CODE"
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