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General Description:

REVConnect Core Pack, Bulk Pack of 50
Usage (Overall)

Suitable Applications: Terminate REVConnect Jacks and Plugs

Physical Characteristics (Overall)
AWG of Cable: 23 to 24, Solid and Stranded Conductors, UTP and Screened Cables

Body Attachment Method: Compression

Contact Attachment Method: Insulation Piercing

Contact Plating: Gold over Nickel

Tool Requirements: REVConnect Termination Tool (p/n RVUTT01)

Notes (Overall)
Notes: PACKAGING : Bulk 50x core cable managers and caps packaged in a resealable plastic bags WEIGHT : 0.18 lbs

Connectors
Connector Materials: PBT UL94V-0

Connector Interface: RevConnect UTP and Shielded, CAT5E, CAT6+, 10GX

Current Rating: 1.5 Amps per conductor @ 25°C

Storage Temperature Range: -40°C To +70°C

Installation Temperature Range: -10°C To +60°C

Operating Temperature Range: -10°C To +60°C

Suitable Cable Jacket Diameter Range: 9.398 mm

Connector Specification Ranges:
Conductor Min. (mm) Max. (mm)
Insulation O.D. 0.899 1.400

Notes: Insulation O.D. Range = 0.90 to 1.40 mm, Cable Jacket O.D. Max = 9.3 mm

Put Ups and Colors:

Item # Putup Ship Weight Color Notes Item Desc
RVUCOEW-B50 50 EA 9.500 LB Q REVConn Core Pack, 

RVUCOEW-R 50 EA 9.500 LB Q REVConn Core Pack, 
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Notes:
Q = STANDARD PACKAGES CANNOT BE BROKEN.
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