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/ \ D |11/30/11 | 2254 UPDATE THE CONTACT AND INSULATOR
il i I
N : pts 8.50 [.335]
o ARS
— | o
o = = |
S / 3 / ¥ f
— ~ / | / W
n * [e)]
M —
~ | A
| | 8
T 2% |3
2-1.60 [.063] 1.50 [.059] ‘T
TOP VIEW RECOMMENDED PCB LAYOUT \\_,/
- BOTTOM VIEW 2-1.60 [.063]
1/4—36UNS—2A | —
| g
/‘ | <
\ / S
! /Q | I | i ~
M
iR ¢ .1 1 A N W O -
(o]
o]
| d | 1.73 [.068] &
“/ 2.11 [.083
’ @0.51 WIDE X 0.25 THICK—] : f ]
| [
1.65 [.065] 1.91 [.075] 1.02 [.040] 1.02 [.040]
9.52 [.375]
9.53 [.375] -—4.75 [.187]
IMPEDANCE: 50 OHM
FREQUENCY RANGE: DC 0-18 GHZ ﬁ%%n%‘ﬁﬁ"u@‘ APPROVALS DATE
VSWR: 1.3 MAX. REFERANGE ONLY. A h I C
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. BOARD THICKNESS=1.57 MM [.062"]
. CONTACT PIN MUST WITHSTAND 6 LBS MIN. AXIAL

IN BOTH DIRECTIONS AND 4 IN—0Z

MIN. RADIAL FORCE.

0.5 — 8mm * 0.20mm
8 — 30mm % 0.40mm
30 — 120mm = 0.50mm

UNLESS OTHERWISE SPECIFIED

CHECKED

ISSUED

PART DESCRIPTION

SMA END LAUNCH RECEPT. JACK, RIBBED FLANGE
FLAT-TAB CONTACT(.062” BOARD THICKNESS)

CONTACT PIN BER. COPPER GOLD 1 TOLERANCES FOR INCHES ARE: SHEET 1 OF 1
INSULATOR PTFE NATURAL 1 5%0 —1--;5; = i g-g%: PART No.
BODY BRASS GOLD 1| 17380 — 4724 — + 0.020" 132357
CAD FILE
DWG. NO. REV. SIZE SCALE
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